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MANAGEMENT OF ASBESTOS AT WORK REGULATIONS.
As part of our compliance with the Management of Asbestos
Regulations, service providers must comply with the Co-operative
Group's asbestos management processes and access the asbestos
website (curently www.co-op.solarasbestos.com) prior to undertaking
any works within premises. Any difficulty in obtaining asbestos
information must be brought to our attention and is not an excuse for
working without this. On arrival at the premises you must sign in and
report to Management. Failure to follow our requirements could put
you and our colleagues at risk and result in your removal from our
Approved Contractor list.

Notes All dimensions to be checked on site and any discrepancy to
be verified with the co-operative group or its agents before
proceeding with the work. This prime purpose of this plan is for retail
sales floor/shop fitting. For further detail regarding this project refer to
red book or drawing portal.

CONSTRUCTION DESIGN AND MANAGEMENT
REGULATIONS 2007
The designer wishes to point out that the above regulations
apply to this work and also the project may be notifiable to the
HSE. The client the co-operative group appoints a CDM
coordinator for developments and ensures that a construction
phase health & safety plan is prepared and issued in a blue
contractor file.  Prior to the commencement of work on site the
principal contractor is to obtain written approval from the client
for the construction phase health & safety plan via the CDM
co-ordinator.
CDM REGULATION 11 - DESIGNERS DUTIES
The following are hazards and foreseeable risks that could not
be designed out of the project.
FALLS - From heights during installation of suspended ceiling,
taking deliveries over raised loading bays and as a result of split
level floors and steps.
HAZARDOUS MATERIALS - Asbestos. to be removed as
necessary by specialist - see above
EQUIPMENT - Please ensure there are controls and training in
place regarding the use and suitability of all equipment on site.
MANUAL HANDLING - Shelving, metal studs. boards etc
PROTECTION - Site operatives and Co-operative group
employees are to be protected at all times. some of the work is
to be undertaken out of hours. Work areas are not to be used by
Co-operative group staff during the alterations. The CDM
coordinator is to be consulted with regard to the phasing of the
work.
SERVICES - Buried services may exist under the floors and
behind panels, their exact position is not known. The contractor
is to ascertain the location of all services prior to the
commencement of work on site.
PETROL STATIONS - RISK OF EXPLOSION OF PETROL
FUMES - Please refer to The Guidance For The Design,
Construction, Modification and Maintenance Of Petrol Filling
Stations AKA "The Blue Book" before undertaking any work.
ADDITIONAL DESIGNERS NOTES - Any significant or unusual
risks will be highlighted in the drawing.

*GROUP DDA POLICY*
On each floor accessed by a customer we will aim to ensure
that clear, unhindered circulation is provided between goods,
fixtures, fittings and to and from points of entry and exit to the
premises.
To achieve this, aisles should ideally be an unobstructed width
(excluding any projections into space) of 1200. If the aisle is
obstructed, the minimum  shop-able pinch point is ideally 900 (or
850min). Where aisles have an unobstructed width of less than
1800 the store should have a passing place at least 1800 long to
allow two wheelchairs to pass.
Any section with a gradient greater that 1:20 requires a ramp.
Minimum door width 900 with a 300 gap between leading edge
of door and return wall.

*DDA ACT SECTION 21*
Service providers must, where physical features make it
impossible or unreasonably difficult for a disabled person to use
a service, provide a reasonable alternative method of making
the service available.
-----------------------------------------------------------------
The guidance above reflects elements of Part M of the building
regs. (2004) and is shown to indicate one way in which dda
requirements may be met, There may be other, equally
satisfactory ways of meeting the requirements. Appropriate
solutions to access problems may vary depending on the size
scale and nature of the building. This may be particularly true
when applied to existing buildings where constraints of structure
and context may make generic
solutions impractical.

The spirit of the act is to make everything inclusive to all, i.e.
provide the service in the same way for everyone.

STMC - BUILDING REGS COMPLIANCE ENGLAND & WALES
PART B - FIRE SAFETY
The building's fire alarm and automatic smoke detection system
will be designed and installed to BS 5839 Pt 1 2002.

Emergency lighting will be designed and installed in accordance
with BS 5266 pt 1 2005 and will include any open plan areas
exceeding 60m2, all windowless accommodation and toilet
accommodation over 8m2.

Fire signage will be provided in accordance with BS 5499 pt 1
2000.

Gated yard areas after the final exit will be constructed to
enable egress at all times during trading hours

All doors on escape routes will be readily operable without the
use of a key; this will also apply to the delivery gate.

All clear effective door widths will be dimensioned to ensure that
the buildings occupancy can be catered for.

Automatic powered entrance doors will fail-safe in the open
position on either activation of the fire alarm or mains failure.

Where a new suspended ceiling is to be installed, a Class 1
surface spread of flame finish will be achieved.

Commissioning certification for the emergency lighting, fire
alarm and automatic smoke detection systems will be provided
upon completion.
PART F - VENTILATION
Mechanical ventilation will be provided to all windowless
accommodation at the following rates: -
o WC 6ltrs per second
o Office/other occupiable areas 10ltrs per second
All new ventilation will be provided in accordance with the
relevant CIBSE Guide.
PART L2B - CONSERVATION OF FUEL & POWER
New lighting, heating and ventilation systems will be designed in
accordance with the Non-Domestic Heating, Cooling &
Ventilation Compliance Guide.

Lighting for offices and storage will meet an average efficacy of
45 luminaire-lumens per circuit watt, with 15 luminaire-lumens
per circuit watt for display lighting and 50 lamp lumens per
circuit watt elsewhere.

Due regard will be paid to energy saving controls to all new
installations.
PART L- CONSERVATION OF USE FUEL & POWER
Any new lighting, heating and ventilation systems should be
designed in accordance with the Non- Domestic Heating,
Cooling & Ventilation Compliance Guide. Commissioning
certificates to be provided on completion.

Lighting for offices and storage should meet an average efficacy
of 55 luminaire- lumens per circuit watt, with 22
luminaire-lumens per circuit watt for display lighting and 55 lamp
lumens per circuit watt elsewhere; please confirm.

Due regard should be paid to energy saving controls to all new
installations.
PART M - ACCESS & USE
New doors will be in accordance with the clear effective door
widths in Table 2, will have vision panels located between 500
and 1500mm above floor level, be operable by use of a closed
fist requiring no greater force than 30N to open and have
appropriate colour contrast between doors, door frames, door
furniture and surrounding backgrounds.

Glazing manifestation will be provided at two heights between
850 and 1000mm and 1400 and 1600mm above floor level
where appropriate.

Switches and sockets will be located at heights between 400 &
1200mm.
PART N - GLAZING
Glazing in critical locations will be safety glazing.

Printing - Pen Settings. This drawing has been designed to print
correctly in Black and White using the Co-opStandard.ctb, this
can be emailed by request or
to match these settings set colours 1-9 to black and use the
following pen widths which have been based on widths of old
style Technical Drawing pens (rapidographs)
Colour 1 -  0.18  Colour 2 - 0.35  Colour 3 - 0.25  Colour 4 - 0.70
Colour 5 - 0.50
Colour 6 - 0.13  Colour 7 - Leave as is, Colour 8 - 0.05   Colour 9
Leave as is .
Colours beyond this spectrum should also be set to black except
for in the case where the drawing shows graphical
elements/signage etc.

Licensing Application Process
Statement:  'We will comply with
our statutory requirements'

New Century House,
PO BOX 53,
Manchester. M60 4ES.

All box outs to be to the ceiling
unless otherwise stated.
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